
ONE FRONT WASHER EXTRACTORS
LW 60 - LW 100 - LW 150 - LW 200 - LW 300

Intended for the industrial washing and treatment of textile materials, without solvents, immersed in 
a water bath with the use of chemical products. Components of the best brands, strict controls, easy 
and reduced maintenance make the Washer Extractors Luniwash a CE high quality product 



CHARACTERISTICS ONE FRONT WASHER EXTRACTORS
LW 60 - LW - 100 - LW 150 - LW 200 - LW 300

Solid frame sandblasted and painted with epoxy paint to which are fixed, on high, four suspensions holding the 
swinging block (washing tank and drum)  and which allow to place the machine on a prepared base without the need 
of fixing.

Frontal plate completely in STAINLESS STEEL AISI 304.

Drum in stainless steel AISI 304 divided into sectors with a very dense drilling even in internal planes to allow a 
better distribution of chemical products.

Automatic collimation of the doors of the drum with the outer door.

A single motor inverter-driven. Possibility to choose the speeds of the drum

N° 2 boxes stainless steel AISI 316 for powder detergents: the first provided with a button which permits its manual 
functioning in every moment, and n° 3 boxes in PVC for liquid additives.

Three different levels for each water inlet: hot and cold (third water optional).

Manual functioning with possibility to intervene even during an automatic cycle.

Safety brake jaws with pneumatic opening.

Drainage with pneumatic valve

Colour key board touch screen, PLC with memory capacity of 35 programs, Hot and cold water mixing at a desired 
temperature, cool down, reduced mechanical action for delicate cycle, gradual raising of the  wash temperature, pre-
disposition for connection to a detergent distributing box to 8 outputs.

Check Control check control which, in the case of an anomaly, signals to the operator, by means of a sound and a mes-
sage on the keyboard, the relative cause stopping the cycle.

Pneumatic group formed by electrovalves with manual control and bright connector.

Optional: Motorization with three Motors, Third water valve, Additional drainage to recovery water, Indirect heating 
by steam or diathermic oil, Litter counter, Print process data at real time and alarm texts with data and hour, Connec-
tion to Ethernet network
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TECHNICAL DATA
Drum Capacity 1:10
Drum Diameter 
Drum Depth mm.
n° of Compartments
Max Motors Power Kw
MaMax Washing Speed
Max Extraction Speed
Factor G
n° 2 Water Inlets
Steam
Compressed Air
Drainage Ø mm
Doors dmDoors dm
Width mm
Depth mm
Height mm
Net Weight kg
Voltage Standard

2

400 V. 3 Ph  50/60 Hz.

LW 60
61 Kg
1.120
620

2
10
227

780
380
1“

3/4”
1/4“
100
1919

2.200
1.650
2.100
2.600

LW 100
105 Kg
1.250
870

3
17
2424

700
341
1½“
3/4”
1/4“
140
2020

2.300
1.900
2.140
3.200

LW 150
150 Kg
1.500
870

3
29
2020

620
321
1½”
1”

1/4”
140
3030

2.700
2.020
2.430
4.900

LW 200
205 Kg
1.525
1.120

3
29
2020

620
327
1½”
1”

1/4”
200
3030

2.750
2.270
2.430
5.200

LW 300
300 Kg
1.830
1.120

3
40
1919

545
303
2”

n°2 Ø 1”
1/4”
200
4444

3.200
2.400
2.800
8.000


